
SPECIFICATIONS & CAPACITIES

52 HERITAGE EU [SPECIFICATIONS AND POWER OPTIONS]

Max Length: 	 59’ 8”	 18.19 m

Length Overall:	 54’ 1”	 16.48 m

Length Waterline:	 51’ 9”	 15.77 m

Max Beam:	 15’ 5”	 4.70 m

Max Draft:	 4’ 10”	 1.47 m

Height (DWL to bridge top):	 15’ 11”	 4.85 m

Height (DWL to mast top):	 21’ 1”	 6.43 m

Height (DWL to cradle bottom):	 5’ 10”	 1.78 m

Displacement (half load):      	 58,000 lbs.	 26,309 kg

Water Tank Capacity:     	 500 U.S. gals	 1,893 liters

Fuel Tank Capacity:     	 1,200 U.S. gals	 4,542 liters

Black Tank Capacity:      	 56 U.S. gals	 212 liters

POWER

STANDARD
Twin Cummins 	 QSC8.3 @ 500 hp
Max. Speed:	 18 kn @ 2,600 RPM
Cruise Speed: 	 16 kn @ 2,400 RPM

OPTIONAL     		
Twin Cummins 	 QSC8.3 @ 550 hp
Max. Speed:     	 20 kn @ 3,000 RPM
Cruise Speed:    	 17 kn @ 2,700 RPM

Twin Caterpillar 	 C7 ACERT @ 455 hp
Max. Speed:     	 19 kn @ 2,800 RPM
Cruise Speed:    	 15 kn @ 2,400 RPM

Twin Caterpillar 	 C9 ACERT @ 567 hp
Max. Speed:     	 21 kn @ 2,500 RPM
Cruise Speed:    	 17 kn @ 2,100 RPM

Note: All speeds are estimated.

IMPORTANT NOTE
Grand Banks Yachts reserves the 
right to make changes to deckplans, 
specifications, renderings, perfor-
mance, power, or warranty policies 
without prior notice.WARRANTY AND SERVICE

Our dedication to building quality yachts is 
equaled only by our commitment to creating 
satisfied customers – a commitment backed 
by one of the best warranty programs in the 
industry. This includes not only a Five-Year 
Hull and Deck Warranty, but also a Five-Year 
Osmotic Blister Protection Program, plus a 
one-year warranty on all GB and third-party 
parts and equipment installed at the factory.

Of course, one reason we sell so many 
new boats to current GB owners is the high 
caliber of our service support. There are 
numerous Grand Banks Authorized Service 
Centers in the U.S., Europe, Australia and 
around the world, each required to undergo 
thorough training at our factory. 

To find one near you, visit: 
www.grandbanks.com/service


